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TABBER & STRINGER PREFACE 

PREFACE is the best solution to 
achieve high performance and 
quality thanks to infrared soldering 
technology and heating areas that 
limit the cell breakage during the 
process. The Tabber Stringer allows 
to store in its memory various 
production cycles, through a PLC. 
The cells are automatically picked up 
from two loading baskets and 
correctly positioned thanks to the 
mechanical centring system; then 
they are soldered with infrared 
lamps. 
The result is the creation of strings 
composed by up to 12 cells, with 
size from 125x125 mm up to 
156x156 mm. If the machine is in 
“stand alone” configuration, the 
ended string is deposited on a 
lightening table, or it can be 
automatically picked up by the Lay 
out LO072A, if the PREFACE is 
inserted in a complete production 
line. The touch-screen panel allows 
to customize the welding cycle and a 
lot of other working parameters in a 
very easy way. The remote 
connection by modem guarantees a 
worldwide technical support in real 
time. 

FEATURES AND BENEFITS OPTIONS 

- High quality soldered cell strings 
- High speed alignment system 
- Preheating cells for improved throughput 
- Continuously soldered contacts 
- Easily adaptable to a wide range of cell 
- Low thermal stress 

- 3 Bus bar 
- Pre-heating of ribbon 

TECHNICAL DATA  

Solar cell Geometry 
Solar cell Dimensions 
Solar cell Thickness 
 
Cell Breakage 
Maximum String Length 
 
Nominal Throughput 
 
Dimension 
Weight, net 
 
Utility Requirement 
 
 
 
Certification 

Square, Rectangular, Pseudo-square 
Up to 156 x 156 mm 
180 to 400 µm 
 
0,3 % 
2100 mm 
 
Up to 300 cell/hour 
 
Length: 5000mm Width: 1550mm Height: 2000mm 
950 Kg 
 
Power : 380 VAC, 12,7 Kw, 50/60 Hz, 3 phase 
Air Pressure : 6 - 7 bar 
Air Flow : 300 l/min 
 
CE 

 


